Modeling, Control and Simulation of a High-Current DC-DC Converter for Fuel Cell Applications

H. Y. Kanaan\textsuperscript{1}, S. Georges\textsuperscript{2}, I. Mougharbel\textsuperscript{3}, N. Mendalek\textsuperscript{2} and T. Nicolas\textsuperscript{1}

\textsuperscript{1} Department of Electricity and Mechanics
Saint-Joseph University, Faculty of Engineering - ESIB
Campus des Sciences et Technologies, Mar Roukoz, Mkalles, B.P. 11-0514 – Beirut 1107 2050 (Lebanon)
Phone numbers: +961 3 333179, +961 3 480551, e-mails: hadi.kanaan@fi.usj.edu.lb, tony.nicolas@fi.usj.edu.lb

\textsuperscript{2} Department of Electrical Engineering
Notre-Dame University (NDU), P.O. Box 72 – Zouk Mosbeh (Lebanon)
Phone numbers: +961 3 716461, +961 3 163693, e-mails: sgeorges@ndu.edu.lb, nmendalek@ndu.edu.lb

\textsuperscript{3} Department of Electrical Engineering
Lebanese University, Faculty of Engineering – Hadath (Lebanon)
Phone number: +961 3 315373, e-mail: imadmoug@ul.edu.lb

\textbf{Abstract.} In this paper, a high-current two-stage DC-DC converter fed by a Proton Exchange Membrane Fuel Cell (PEMFC) is studied. The converter consists of two three-phase full-bridge inverters connected through three AC coupled inductors. The mathematical models of both converter and PEMFC are first presented, and a control scheme that ensures a high power factor at the AC stage and a regulated voltage at the DC load is then implemented. The performance of the proposed control system is verified through digital simulations.

\textbf{Key words} DC-DC converter, three-phase inverters, six-switch rectifiers, fuel cells, high currents, modeling, control.

\textbf{References}


