Impact of compact fluorescent lamps on energy transmission losses and power quality

Gorazd Štumberger1, Klemen Deželak1, Sebastijan Seme1, Miran Rošer2, Viktor Tajnšek2

1 University of Maribor
Faculty of Electrical Engineering and Computer Science
Smetanova 17, 2000 Maribor, Slovenia
Phone:+386 2220 7075, Fax: +386 2220 7272,
e-mail: gorazd.stumberger@uni-mb.si, klemen.dezelak@uni-mb.si, sebastijan.seme@uni-mb.si

2 Elektro Celje d.d.
Vrunčeva 2a, 3000 Celje, Slovenia
Phone: +386342011000, Fax: +38635485023
e-mail: miran.roser@elektro-celje.si, viki.tajnsek@elektro-celje.si

Abstract. The compact fluorescent lamps (CFLs), called also saving bulbs, produce the same luminous flux as incandescent lamps (normal bulbs) (ILs), but require only 20 to 25 percents of the power required by the ILs. However, it is often neglected that CLFs behave as nonlinear loads, causing harmonic distortion of currents and voltages and additional losses related with the energy transmission. In the case study, this work evaluates the impact of CFLs on the power quality and increase of losses related with the energy transmission.

Key words: compact fluorescent lamps, power quality, total harmonic distortion, energy transmission losses, orthogonal decomposition of currents

1. Introduction

The energy shortage on one hand and global warming on the other hand, force us to reduce energy consumption and emissions of greenhouse gases. In the field of lighting the energy consumption can be reduced using compact fluorescent lamps (CFLs). The CFLs consume approximately 20 to 25 percents of the energy consumed by the incandescent lamps (ILs) (normal bulbs) to produce the same luminous flux. From the viewpoint of energy saving the advantages of CFLs are clear. However, the CFLs are nonlinear loads which increase total harmonic distortion of currents and voltages as well as transmission losses. In the case study, this work discusses the impact of CFLs on transmission losses and distortion of power quality. In order to perform the analysis orthogonal decomposition of currents in the time domain is applied.

2. Orthogonal decomposition of currents

Let \( u_a(t), u_b(t) \) and \( u_c(t) \) be the voltages and \( i_a(t), i_b(t) \) and \( i_c(t) \) be the currents of a three-phase system observed over a time interval \( t \in [0,T] \), where they can be treated as continuous functions. In order to determine current indispensable for energy transmission, presented in the form of active power \( P \), current vector \( \mathbf{i} \) and voltage vector \( \mathbf{u} \) are introduced by (1).

\[
\mathbf{i} = \begin{bmatrix} i_a(t) & i_b(t) & i_c(t) \end{bmatrix}^T, \quad \mathbf{u} = \begin{bmatrix} u_a(t) & u_b(t) & u_c(t) \end{bmatrix}^T \tag{1}
\]

The inner product of both vectors \( (\mathbf{u}, \mathbf{i}) \) is given by (2):

\[
(\mathbf{u}, \mathbf{i}) = \frac{1}{T} \int_0^T \mathbf{u}^T \mathbf{i} \, dt = P \tag{2}
\]

where \( P \) is the active power for the entire three-phase system. In the similar way squares of the current vector norm \( \| \mathbf{i} \|^2 \) and voltage vector norm \( \| \mathbf{u} \|^2 \) are introduced by (3) and (4), respectively:

\[
\| \mathbf{i} \|^2 = (\mathbf{i}, \mathbf{i}) = \frac{1}{T} \int_0^T i^T i \, dt = I_a^2 + I_b^2 + I_c^2 \tag{3}
\]

\[
\| \mathbf{u} \|^2 = (\mathbf{u}, \mathbf{u}) = \frac{1}{T} \int_0^T u^T u \, dt = U_a^2 + U_b^2 + U_c^2 \tag{4}
\]

where the squares of RMS values of currents and voltages in individual phases are denoted by \( I_a^2, I_b^2, I_c^2 \) and \( U_a^2, U_b^2, U_c^2 \).

The current vector \( \mathbf{i} \) (1) can be decomposed into two orthogonal components defined in (5). The first one denoted with \( \mathbf{i}_u \) is indispensable for energy transmission. It is aligned with the voltage vector \( \mathbf{u} \). The second one denoted with \( \mathbf{i}_{uo} \) is orthogonal to the voltage vector \( \mathbf{u} \) and does not contribute to the active power \( P \).
The current vector components $i_u$ and $i_{uo}$ are orthogonal. Their inner product equals zero $(i_u, i_{uo})=0$, while the norms of vectors $i$, $i_u$ and $i_{uo}$ are related by (6).

The transmission losses in the electric lines are function of $\|i\|^2$, while for the active power only current vector $i_u$ is indispensable. The generalized power factor $PF$ (7) is given as a ratio between norms of $i_u$ and $i$.

In the case of a single phase system, the definitions for the current vector $i$ and voltage vector $u$, given by (1), change to (8), which must be considered in (2) to (7).

### 3. Analysis

The transmission losses $P_I$ in a single and in a three-phase system can be calculated by (9), where $R$ and $R_c$ the resistances of the line and neutral conductors, $\|i_u\|$ and $\|i\|$ the norms (RMS values) of the neutral conductor current $i_c$ and the current vector $i$ (1).

The $LF$ (10) denotes the ratio between the transmission losses $P_I$ and the load power $P$.

### 4. Results

In the case study, the 4 wire cable with the wire impedance $Z = 0.2474 + j 0.0415 \, \Omega$ connects the single- or three-phase loads in the form of CLFs or ILs with the distribution transformer (150 kVA, 20/0.4 kV, Dyn5).

### 5. Conclusion

The results presented in this contribution clearly show that CFLs require only 20 to 25 percent of the power required by ILs to produce similar luminous flux. There is no doubt that CFLs can save a lot of energy. However, with the increasing power of CFLs installed in distribution networks, the energy transmission related losses, with respect to the unit of load power or unit of deliver energy, must be considered as well. From this viewpoint, at least in the presented case study, the CFLs’ performances are bed. The power factor of 0.6 is very low. Combinations of nonlinear loads, like CFLs, computes, UPSs and similar devices, can make it even lower, which can substantially increase transmission losses. However, in the distribution networks the nonlinear and linear loads are normally combined and unbalanced. They all must be considered in the analysis, in order to obtain relevant evaluation of transmission losses.